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DRILLING APPROVED: 1-2 -82

SPUDDED IN:

COMPLETED: PUT TO PRODUClNG:

INITIAL PRODUCTION

GRAVITY A.P.I.
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Form 9-3310 SUBMIT IN TRIP E* Form approved.
(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

s DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY TT-01 1%-A

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTEE OR TEIBE NAME

N/Ala. TYPE OF WORK

DRILL E DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. TYPE OF WEI-L Natural Buttes Unit
WELLL VAESLL

OTHER
SINNELE MUNLTIPLE 8. M OR MM

2. NAME OF OPERATOR Natural Buttes Unit
CIG Exploration, Inc. 9. WELL NO.

3. ADDRESS OF OPERATOa CIGE 98D-8-10-22J
P. O. Box 749, Denver, CO 80201 io. FIELD AND POOL, OR WILDCAT

4.- LOCATILONœOF WELL (RepOrt location clearly and in accordance with any State requirements.*) Natural Buttes Field
11. SEC., T., R., M., OR BLK.

783' FSL/667' FWL (SW SW) AND SURVEY OR AREA

At proposed prod. zone

Same Section 8-T10S-R22E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approximately 15 miles SE of Ouray, Utah Uintah Utah
10. DISTANCE FROhí PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 667' 160 . 160(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT- N/A 6900' (Wasatch) Rotary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22, APPROX. DATE WORK WILL START*

5273' Ungr. Gr. March 15, 1982
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4 9-5/8" 36# 200' 125 sx
8-3/4, 7-7/8 4-1/2" 11.6# 6900' Sufficient emt to cover 200' above

I the uppermost hydrocarbon zone to
protect the oil shale.

Fresh water aquifers will be protected when the long string is run cement
is circulated back to surface.
Please see the attached supplemental information:
(1) Survey Plat
(2) Ten-Point Program
(3) BOP Schematic
(4) Thirteen-Point Surface Use Program
(5) Proposed Gas Well Production Hookup

a. Typical Wellhead Installation

. opo
dCoFnn tionRiogh -a ties & Pipe Anchor Det

IN AEOVE SPACE DESCRIBE PROPOSED PROGRAzt : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

venter ogram f any.

TITLE
DiStrict Drilling Manager January 18, 1982

H. E. AA "
(This space for Federal or State office use)

APPROVEDBYTHF ATATEPER3IIT NO """" " "
UTAH DIVISIONOFOIL, GAS,TITLEAPPROVED BY

- DATE• /CONDITIONS OF APPROVAL, IF ANY .



CIGE 98D-9-10-22J

Section 8-T10S-R22E '

Uintah,County, Utah

10-POINT PROGRAM

1. Geologic name of surface formation:

UINTA

2. The estimated tops of important geologic markers:

GREEN RIVER: 1288' (+3985')

WASATCH: 4433' (+480')

3. The estimated depths at which anticipated water, oil, gas are expected to
be encountered:

WASATCH - 4433' GAS -

4. The proposed casing program, including the size, grade and weight per foot
each string and whether new or used:

9-5/8" - K-55, ST&C - 36# - NEW

4 -1/2"
- N-80, LT&C - 11.6# - NEW

5. The operator's minimum specifications for pressure control equipment which is to

be used, a schematic diagram thereof showing sizes, pressure ratings and testing
procedures and testing frequency:

BOTTOM 3000# BOP W/4-1/2" pipe rams
3000# BOP W/blind rams
3000# Hydril

TOP: Grant rotating head

Manifold includes appropriate valves, positive and adjustable chokes and kill
line to control abnormal pressures.

BOP's will be tested at installation and will be cycled on each trip.

6. The type and characteristics of the proposed circulating medium to be employed
for rotary drilling and the quantities and types of mud and weighting material
to be maintained:

(Continued on Page



CIGE 98D-8-10-22J

,
10-POINT PROGRAM - PAGE 2 >

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a
weight of 8.3 to 8.7 . From 4500' to TD the well will be drilled

with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient weighting

material (barite) will be on location to increase the mud weight if abnormal pres-

sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock
b. monitoring equipment on the mud system
c. a sub on the floor with a full opening valve to be stabbed into the drill

pipe when the kelly is not in the string.

8. The testing,logging and coring program to be followed:
No DST's are planned

No cores are expected to be cut.

LOGS: Dual Induction Laterolog
Compensated Neutron-Formatio Density

9. Any anticipated abnormal pressures or temperatures expected to be encountered:
No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

March 15, 1982
Three weeks'
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3000 psi Working Pressure BOP's

ADJUSTABLE CHOKE
A

TOPW
' a GAS

I i BURER

R•BLINDRAMS
HYORAULIC CHOKE

FROM TO PIT
MUD & GAS

I I TO PIT
4 GAS

CASING BUSTER
SPOOL

FROM ;-
REMOTE

LOCATION

TOPU.
a GAS
BUSTER

POSITIVE CHOKE

Test Procedure

1) Flush BOP's and all lines to be tested with water.
2) Run test plug on test joint and seat in casing head (leave valve below.

test plug open to check for leak).
3) Test the following to rated prassure:

a) inside blowout preventer
b) lower kelly cock
c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP's

4) Close and test pipe rams to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back off and leave test plug in place. Close and test blind rams to

rated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated



O O

C.I.G. EXPLORATION INCORPORATED

13 Point Surface Use Plan

for

Well Location

C.I.G.E. #98D-8-10-22-7

Located In

Section 8, Tl0S, R22E, S.L.B.& M.

Uintah County,



. C.I.G. EXPLORATION T ORPORATED
C.I.G.E. #98D-8-10- I;¶
Section 8, Tl0S, R22E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach C.I.G. EXPLORATION TNCORPORA"ED, well location site C.I.G.E.
#98D-8-10-22-P2 located in the SW 1/4 SW 1/4 Section 8, T10S, R22E,
S.L.B.& M., Uintah County, Utah:

Proceed Westerly out of Vernal, Utah along U.S. Highway 40 - 14 miles
to the junction of this road and Utah State Highway 209; proceed South
along Utah State Highway 209 - 7 miles more or less to the junction of
this highway and Utah State Highway 88, proceed South along Utah State
Highway 88 - 10 miles to Ouray, Utah; proceed on South along a countý
road, known as the Seep Ridge Road 11.4 miles ÷ to its junction with a
road to the East; proceed Easterly along this road 9.2 miles to its
junction with a road to the Northeast; proceed Northeasterly along this
road 1.8 miles to its junction with a road to the Northwest; proceed
Northwesterly 0.76 miles to the beginning of the proposed access road (to
be discussed in Item #2).

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to Ouray, Utah at which point the county road is surfaced
with native asphalt, to the.oil field service road.

The aforementioned dirt oil field service road and other roads in the
vicincity are constructed out native materials that are prevalent to the
areas they are located in and range from clays to sandy-clay shale
material.

There is no anticipated construction on any portion of the above
described roads. They will meet the necessary standards required to
facilitate an orderly flow of traffic during the drilling phase,
completion phase, and production phase of this well at such time that
production is established.

The roads that are required for access during the drillling phase,
completion phase, and production phase of this well, will be maintained at
the standards required by the B.L.M. or other controlling agencies.

2. PLANNEÐ ACCESS-ROAÐ

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1
in the SE 1/4 NE 1/4 Section 18, T10S, R22E, S.L.B.& M. and proceeds in a
Northwesterly direction 0.72 miles to the proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill
and produce this well, the following standards will met met:

Page



. C-I.G. EXPLORATIONIN RPORATED
C-T.G.E. #98D-8-10-2
Section 8, Tl0S, 822E, S.L.B.& M.

The proposed access road will be an 16' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
wnece it is determined necessary in order to handle any run-off from
normal meteorologloal conditions that are prevalent to the area.

Back slopes along the out areas of the roads will be l 1/2 to 1 slopes
and terraced.

The road will be centerline flagged prior to the commencement of
construction.

The grade of this road will not exceed Si and will be constructed from
native borrow accumulated during construction.

There will be no culverte required along this access road.

There are no fences encountered along this access road therefore there
are no gates or cattleguards required.

The terrain that this proposed road traverses is relatively flat.

All lands involved under this action are under B.L.M. jurisdiction.

The vegetation of this route consists of sparce amount of sagebrush,
rabbitbrush, some grasses, and cacti with large areas that are devoid of
vegetation.

3. EXISTING-WELLS

There are seven existing producing wells and one abandoned well within
a one mile radius of this location site. See Topographic Map "B" for the
location of these wells relative to the proposed location site.

There are no water wells, temporarily abandoned wells, disposal wells,
drilling wells, shut-in wells, injection wells, monitoring or observation
wells for other resources located within a one-mile radius of this
location site.

4. LOCATION-OF ANK BATTERIES, PRODUCTIBM FACILTLTTES, AND PROÐUCTION
GATHERING-ANÐ-SERVICE-LINES

At the present time there are other C.I.G. EXPLORATION INCORPORATED
Production facilities, and gas gathering line, tank batteries, oil
gathering lines, injection lines or disposal lines within a one-mile
radius.

In the event that production of this well is estaolished the existing
area of the location will be µtilized for the establishment of the
necessary production facilities.

Tne total area that is needed for the production of this well will be
fenced and cattleguards will be utilized for access to these facilities.

The area will be built if possible, with native materials and if these
materials are not available, then the necessary arrangements will be made
to get them from private sources.
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C.I.G.. EXPLORATION IN RPORATED
C.I.G.E. #98D-8-10-2
Section 8, T10S, R22E, S.L.B.& M.

The proposed gas flow will be an 18' right-of-way. It is not known at
this time where the proposed flowline will run.

If there is any deviation from the above, all appropriate agencies
will be notified.

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirement of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A".

Water to be used for the drilling and production of this well will be
hauled from the White River in Section 4, T9S, R20E, S.L.B.& M. This
water will be hauled by truck over existing roads and the proposed access
road.

All regulations and guidelines will be followed and no deviations will
be made concerned agencies will be notified.

There will be no water well drilled at this location site.

6. SOURCE-OF-CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No additional road gravels or pit lining material from
other sources are anticipated at this time, but if they are required, the
appropriate actions will be taken to acquire them from private sources.

7. METHODS-OF·HANDLING WASTE-DISPOSAL

A reserve pit shall .be-constructed, and at least half of the depth of
the reserve pit shall be below the existing ground surface· All trash and
flamable materials will be contained in a portable trash basket and hauled
to the nearest sanitary landfill. Non-flammable material such as
cuttings, salts, chemicals, etc., will be buried in the reserve pit and
covered with a minimum of four feet of earth material. Prior to .the onset
of drilling, the reserve pit will be fenced on three sides. Upon
completion of drilling the fourth side of the reserve pit will be fenced
and allowed to dry completely before backfilling and reclamation is
attempted.

A portable chemical toilet will be supplied for human waste.

All producted oil from this well will be contained in the storage tank
and will be sold. Water if any which is produced will be run into the a
reserve pits as required in the NTL-2B Regulations.

8. ANCILLARY FACILITTES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.
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· C.I.G. EXPLORATION IN RPORATED
C.I.G.E. #98D-8-10-2
Section 8, TlOS, R22E, S.L.B.& M.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR-RESTORATION-OF-SURFA€E

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet ). When all drilling
and production activities have been completed, the location site and
access road will be reshaped to the original contour and stockpiled
topsoil spread over the disturbed area. Fences around pits are to be
removed upon completion of drilling activities and all waste being
contained in the trash basket shall be hauled to the nearest sanitary
landfill. The reserve pit will be completely fenced and allowed to dry
before covering. When restoration activities have been completed, the
location site and access ramp shall be reseeded with a seed mixture
recommended by the B.L.M. District Manager when the moisture content of
the soil is adequate for germination. The Lessee further covenants and
agrees that all of said clean-up and restoration activities shall be done
and performed in a diligent and most workmanlike manner and in strict
conformity with the above mentioned Item #7 and #10.

11. OTHER INFORMATION

The-Tepegraphy-ef-the-General Area --(See-Tepographie Map "A")

The area slopes from the rim of the Book Cliff Mountains to the South
to the White River to the North, and is a portion of the Roan Plateau. The
area is interlaced with numerous canyons and ridges which are extremely
steep with numerous ledges formed in sandstone, comglomerates, and shale
deposits.
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C.I.C. EXPLORATION I CORPORATED
C.I.G.E. #98D-8-10- I
Section 8, Tl0S, R2 , S.L.B.& M.

The majority of the washes and streams in the area are non-perennial
in nature with the only two in the area having a year round flow beingthe White River to the North of which the numerous washes, draws and
non-perennial streams are tributaries to.

The majority of the surrounding drainages are of a non-perennial
nature with normal flow limited to the early spring and extremely rare
heavy thunderstorms, or rainstorms of high intensity that lasts over an
extended period of time and are extremely rare in nature as the normal
annual precipitation is only 8".

All drainages in the immediate area are non-perennial streams and flow
to the North and are tributaries to the White River.

The soils of this semi-arid area are of the Uinta Formation and
Duchesne River Formation (the Fluvial Sandstone and Mudstone) from the
Eocene Epoch and Quaternary Epoch (gravels surfaces) and the visible
geologic structure consists of light brownish-gray clays (OL) to sandy
soils (SM-ML) with poor gravels and shales with outcrops of rock
(sandstone, mudstone, conglomerates and shales).

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid region we are located in and in the lower
elevations of the Uintah Basin. It consists of, as primary flow areas of
sagebrush, rabbitbrush, some grasses, and cacti and large areas of bare
soils devoid of any growth in the areas away from and in the vicinity of
non-perennial streams and along the areas that are formed along the edges
of perennial streams, cottonwood, willows, tamarack sagebrush,
rabbitbrush, grasses and cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule
deer, coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents,and various reptiles common to this
area.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The area is used by man for the primary purpose of grazing domestic
livestock.

The-Topography·ef-the-Immediate Area (See-Topographie Map- B ).

C.I.G.E. #98D-8-10-22-P2 location site sits on a relatively flat area,
approximately 1 mile East of Sand Wash a non-perennial drainage which
drains to the North into the White River.

The geologic structure of the location is of the Uinta Formation and
consists of light brownish-gray clay (SP-PL) with some sandstone outcrops.

The ground slopes from the Southeast through the location to the
Northwest approximately a 6.0% grade into a small non-perennial drainage
which drains to the West into Sand Wash a non-perennial drainage which
drains to the North in to the White River.
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C.I.C. EXPLORATION IN RPORATED
c.I.G.E. #98D-8-10-22
Section 8, Tl0S, 822E, S.L.B.& M.

The location is covered with some sagebrush and grasses.

The total surface ownership affected by this locablon is under B-L.M.jurisdiction.

There are no occupied dwellings or other facilities of.this nature inthe general area.

There are no visible archaeological, historical, or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

12. LESSEE'S OR-OPERATOR'S REPRESENTATIVE

C.I.G. EXPLORATIOM INCOPRORATED
P.O. Box 749
Denver, CO. 80201

1-303-572-1121

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowledge true and correct; and that the
work associated with the opertion proposed herein will be performed by
C.I.G. EXPLORATION INCORPORATED and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

January 1ß, 19.82 . .

Date H. E. Aab
District Drilling Manager

Pase
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Statement for permit to lay flow line, to be included with application
for Drilling Permit:

Upon approval of all concerned regulatory agencies, CIG proposes to
install a surface flow line from CIGE 98D-8-10-22 in an easterly
direction through the SW/4 of Section 8 connecting to Line F26-2"
in the SW/4 of Section 8, all in 105-22E. The line will be approximately
450' long, as shown on the attached sketches.

Pipe will be 23/8"0.D.x
.125" W.T., Grade X42 EW. It will be butt-

welded in place, using portable electric welding machines, and will be
laid above ground except where burial is necessary for road crossing,
ditches, or other obstructions. Magnesium anodes will be installed at
the dehydrator, meter setting, road crossings, underground pipeing at
stream crossings, and at producer's separator for corrosion protection.

CIG will connect to producer's separator and install dehydration
and metering facilities within 100' of the connection.

Some damage will be incurred by trucks transporting pipe and welding
equipment over the pipeline route, but surface disturbance will be held
to a



GENERAI.,
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ESTIMATE SKETCH

DATE: Ñ¯/Ú~Ñ / COLORADO INTERSTATE GAS COMPANY W. O. NO.:
STAÈTING DATE: NORTHwEST PIPELINE CORPORATION REVISION NO.:
ESI. COMP. DATE: BUDGET NO.:

COMPANY CONTRACT RELATED DWG.:/ IS
LOCA.TION: SM/ sw sécr¡og -rios-R22.E

COllNTY NTA STATE:
DESCRIPTION OF WORK:

COW H ECT CLGuE, 9 0 - 8-10 -27_-
.'

4/472/WAC fr/42~s /-~/ J

f:EQUESTED BY: APPROXIMATE MILEAGE: PROJECT ENGINEER: i

RANGE: 2 i

PREPARED BY:
.. SCALE (IF ANY):

Freehand sketch of location of oposed installation to be constructed or retired showing relative loca:ion of existing facilities in



** FILE NOTATIONS**

DATE: / --M
-f2

OPERATOR: .¿

WELLNO: d/6 'A- T-/d -472 J
Location: Sec. T. /d£ R. 42 County:

FLCe Prepated: Entelt.ed on N.I.D:

CaAd Indexed: Complet¿on Shee,t:

API Numbet #Û--A//2--3(

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide: g/f,

APPROVALLETTER:

Bond Requ¿red: Saxvey Plat Required:

OAdeA Wo. 0.K. Rufe C-3

Rufe C-3 (c) , Topogxaph.c. Excep£¿on - company owns o controls a.cAeage
w¿tk¿n a. 660' aadius og pxoposed á¿te

Lea.se Designat¿on Plotted on Map

AppAoval LetteA alx¿tten

Ho.t L¿ne P . I
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January 29, 1982

CIG Exploration, Inc.
P.O. Box 749
Denver, Colorado 80201

RE: Well No. CIGE 98D-8-10-22J
Sec. 8, T. 105, R. 22E
Uintah County, Utah

Insofar as this office-is concerned, approval to drill the above referred to gas
well is hereby granted in accordance with Section 40-6-11, Utah Code Annotated 1953;
and predicated on Rule A-3, General Rules and Regulations and Rules of Practice and
Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

CLEON B. FEIGHT - Director
Office: 533-5771
Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours after
drilling operations commence, and that the drilling contractor and rig number be
identified.

The API number assigned to this well is 43-047-31172.

Sincerely,

DIVISION OF OIL, GAS AND MINING

Cleon B. Feight
Director

CBF/as
Encl.
cc:



SUBMIT IN TRI E* Forrn noproved.varrit F-:tal C
Budget Ilureau No. 42-It1425.31 sy :WI) (Other instructions' UNITED STATES reverse side.)

DEPARTMENT OF THE INTERIOR s. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-Ol 1%-A

APPLICAŸÏON FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OB TRIBE NAME

¯¯ - N/A
la. TYPE OF WORK

DRILL E DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL Natural But tes Unit
FLL

VASLL
OTHER

SINNGLE MUNLTIPLE 8. - on - No

2. NAME OF OPERAToa Natural Buttes Unit
CIG Exploration, Inc. 9. WEI,I, NO.

3. ADDRESS OF OPERATOR CIGE 98D-8-10-22J
P. O. Box 749, Denver, CO 80201 1o. FIELD AND POOL, OR WILDCAT

4¯
CATION OF WELL (Report location clearly and in accordance with any State requirements.*) Natural Buttes Field

At surince
11. SEC., T., R., M., OR BLK.

783' FSL/667' FWL (SW SW) AND SURVEY OR AREA

At proposed prod. zone
Section 8-T10S-R22E

Same
14. DISTANCE IN 3tILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approximately 15 miles SE of Ouray, Utah Uintah Utah
1Õ. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
ZoERTY OeR SE I Neit?tine,,,,,,, 667' 160 160

18. DISTANCE FRON1 PROPOSED LOCATION* 1Û. PROPOSED DEPTH 2Û. ROTAKY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, CO3IPLETED,
OR APPLIED FOR, ON THIS LEASE. Fr. N/A 6900' (Wasatch) Rotary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5273' Ungr. Gr. March 15, 1982
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4 9-5/8" 36# 200' 125 sx
8-3/4, 7-7/8 4-1/2" 11.6# 6900' Sufficient omt to cover 200' above

the uppermost hydrocarbon zone to
protect the oil shale.

FFb 7 PgorECT BdT/+
Fresh water aquifers will be protected when the long string is run and cement h 6 | d/C
is circulated back to surface.
Please see the attached supplemental information:
(1) Survey Plat <9 / C
(2) Ten-Point Program

C'¯ Ec
(3) BOP Schematic
(4) Thirteen-Point Surface Use Program
(5) Proposed Gas Well Production Hookup

a. Typical Wellhead Installation /J
b. Typical Connection to Main Lines & Pipe Anchor Detail
c. Proposed Flowline Right-of-Way

UIVISIONOFOIL,GAS&MINING
IN ADOVE SPACE DESCRIBE PROPOSED PROGRA31: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

out t an

District Drilling Manager January 18, 1982

(This space for Federal or State office use)

PO ED BY TIT

FOR
DI T IC Oi GAS SUPERVISO DATE

CONDITIONS OF APPROVAL, IF ANY:

CONDITIONS OF APPROVAL ATTACHED
NO E OF P y TO OPERATOR'S COPY FLARINGOR VENTINGOFAL GAS IS SUBJECT TO NTL4-A

DATED



PROJECT
C.I G EXPLOTATIONÏNC. "

Well location, 960-8-/0-22- J ,

T/O S, R22 E S.L.B.8 M. located as shown in the SW I/4 SW \/4,
Section 8, TlOS, R22E, S.L.B.SM.,
Uintah County, Utah.

S 89° 56' W

80 .08

980-8-/0-22- J
Elev Urigraded Grovird - 5273'

CERT I Flc AT E

THIS IS TO CERTIFY THAf TH£ ABOV€ PL Af WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE SY ME OR UNDER MY

SUPERVISION AND THAT THE SAME AR TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BELIEF

667'
REGISTERED LAND RVEYO
REGISTRATION N2 337
STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING

80.04 R O. BOX Q --- 85 SOUTH - 200 EAST
oA

: ŸERNAL, UTAH - e4078
(2645.42 Meos.) S 89 57 W

SCALE I"=1000, DATE

X = Section Corner Locoted - "^RTY REFERENCES
GLO PLAT

WEATHER
CLEAR/COOL

FILE





||IP- tilþ
Identification CER/EA No.

Minerals Management Service
Oil and Gas Operations

2000 Administration Building
1745 West 1700 South .

Salt Lake city, Utah 84104
"m 2

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION f oo

Operator e A 0

Project Type 6L

Project Location / LC ICA

Well No. ¶¶O - 7 - /0 -22 Í Lease No.

Date Project Submitted irtVary 0 /f2F L .

FIELD INSPECTION Date 04 j~()tt

Field Inspection
Participants ( AC I'ny c - Fin EV ,-4,¿

Related Environmental Documents: yt;' L§0(/f'C €, 714 §/ e,c,

g/re fleto Klf ,6LI Krred
/ / /

I have reviewed the proposal in accordance with the categorical exclusion re-

view guidlines. This proposal would not involve any significant effects, and,
therefore, does not represent an exception to the categorical exclusions.

Date Prepared Ébvidonmentad Scientist

I concu
FOR Nagpâ SUPERylSOR

Date District
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.
. @ O

EMATIESUFET

Approve Location:

Approve Access Road:

Modify Location or Access Road:

/000 &

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety ,

2. Unique Characteristics

3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Est.ablishes Precedents .

6. Comulatively Significant

7. National Register Historic Places

8. Endangered/Threatened Species

9. Violate Federal, State, Local, or Tribal Laws

lf this project. is not eligib.le for Categorical Exclusion circle the numbers at

the above cri teria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local

topography) / --i



4CATEGORICAL EXC' .'SION REVIE'w' INFORMATION SOURCE

I.Deal ard
Federal/State Agency private OtherCorre- Paone co cre- stod Les Ons iteCriteria sçordence check >¾etirg scendence Previous ad Staff inscee:ion6 DM2.3.A (date) (date) (date) (date) NEDA reoorts exoertise (date) O:Ner

2.-/ 7-Alic bealth /B safety

aique charac-
isto

ntally
ontroversial

neertain ad
nknut risks

stab l ishes
|recedents

kirulat ively
/ignif tc ant

ational Register
istoric aces

threa:end soecies
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey

(Conservation Div1sfon, Geological Division, Water Resource Division,

Topographic Division)

3. Lease Stipulations/Terms .

4. Application Permit to Drill

S. Operator Correspondence
i

6. Field Observation

7. Private Rehabilitation



United States Department of the Interior
IN REPLY REFER TO

BUREAU OF LAND MANAGEMENT
VERNALDISTRICT OFFICE

170 South 500 East
Vernal, Utah 84078

February 19, 1982

Ed Guynn, District Engineer
USGS, Conservation Division PL
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: CIG Exploration
Well #89D-34-9.-22, Sec. 34,

T9S, R22E
#92D-13-10-20, Sec. 13,
T10S, R20E
#93D-3-10-21, Sec. 3,
T10S, R21E
#94D-7-10-2], Sec, 7,
T10S, R21E
#95D-14-10-21, Sec. 14,
T10S, R21E
#96D-20--10-21 Sec. 20s
T10S, R21E
(Access p,n BLM, Pad on
State Tand)

097D-8-10-22, Sec. 8.
T10S, R22E
#98D-8-10-22, Sec, 8,
T10S, R?ti

Dear Sir:

A joint field examination was made on February 17, 1982, of the abov:÷referenced well site locations and proposed access roads. We feel thatthe surface use and operating plans are adequat,e with the following re-visions and stipulations:

1. Construction and maintenance of roads, rehabilitation of disturbedareas and construction of pipeline routes, shall be in accordancewith surface use standards as set forth in the brochure, "SurfaceOperating Standards for Oil and Gas Exploration."

2. Traveling off access road right-of-ways will not be allowed. Themaximum width of access pads (both existing and planned) will be30 feet total disturbed area. Roads will be crowned and properlymaintained. Turn-outs will not be required.

3. The BLMwill be notified at Teast 24 hours prior to any



(III (IIþ

4. Burn pits will not be constructed. There will be no burning or
burying of trash or garbage at the well sites. Refuse must he
contained in trash cages and hauled to an approved disposal site.

5. A wire mesh or net type of fence, topped with at least one strand
of barbed wire, will be used around the reserve pits.

6. For all locations 50 feet addition was added to the length of the
pad between the drill hole and reference corner #3.

7. No topsoil will be stockpiled at the following locations due to
the lack of same. Well #93D and #89D. Upon abandonment the pad
will be reshaped and ripped to a depth of between 6 to 10 inches.

At 1.ell 920 the top 4 inches of topsoil will be stockpiled as
addressed in the applicant's APD.

9. At well #94D the top 4 inches of topsoil will be stockpiled near
reference corner #2.

10. At wells #95D and #97D the top 4 inches of topsoil will be stock-
piles between reference corner #1 and #2.

11. At well #98D the top 4 inchessof topsoil will be stockpiled between
reference corners #7 and #8.

12. The BLMwill be contacted prior to abandonment for seeding require-
ments.

13. The BLM will be notified at least 24 hours prior to any abandonment
field work. >

The surface pipeline _flowline routes were approved with the following
stipulations:

1. No installation will be allowed unless this office is notified at
least 24 hours Prior to the start of construction.

2. A bulldozer may be used to assist trucks in steep terrain, drag
pipe)ine into position and for the construction of ford type crose
ings on drainages wh'ich cannot be crossed. Construction of drainage
crossing is the only type of surface disturbance authorized.

3. Pipeline construction shall not block, or change the natural flow
of any drainage.

4. The production facilities shall be painted so that they blend in
with the surrounding environment.

An archaeological clearance has been conducted by A.E.R.C., of the pro-
posed drill site and proposed access road. No cultural materials were
located on the surface of the surveyed



The proposed activities do not jeopardize listed, threatened, or endangered
flora/fauna or their habitats.

The BLMrepresentative will be Cory Bodman, 789-1362.

Sincerely,

Cory Bodman
Acting Area Manager
Bookcliffs Resource Area

er: USGS..



Form 9-331 Form Approved.

Dec. 1973
Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTËRIOR U-01196-A

GEOLOGICALSURVEY 6. IF \ÑDIAN, ALLOTTEEOR TRIBE NAME
N/A

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different Natural ButteS Ünit -

reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

1. oil . gas
Natural Buttes Unit

well wel other 9. WELL NO.

2. NAME OF OPERATOR
CIGE 98D-8 10-22J

CIG Exploration, Tac, 10. FIELDOR WILDCAT NAME

3. ADDRESS OF OPERATOR Natural Buttes Field

P. O. Box 749, Denver, CO 80201 11. SEC., T., R., M., OR BLK. ANDSURVEYOR

4. LOCATIONOF WELL (REPORT LOCATION CLEARLY.See space 17 AREA

below.) Section 8-T10S-R22E

AT SURFACE: 783' FSL/667' FWL (SW SW) 12. COUNTY OR PARISH 13. STATE -

AT TOP PROD. INTERVAL: Same Uintah Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRiATE BOX TO INDICATE NATURE OF NOTICE. 43--047-31172
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5273 Ungr. _Gr.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF O O
FRACTURE TREAT O O
SHOOT OR ACIDIZE
REPAIR WELL (NOTE' Report resutts of inultiple comp et on or zone

PULL OR ALTER CASING O O es.ng..= vor e-aso.

MULTIPLE COMPLETE
CHANGE ZONES
ABANDOre O . O
(other) Change Casing Program . X

t is proposed to change cásiniptogram FROM• ' '
-

* *
-

BIEE OF B 1.E BEER OP CAB1NG WEIGET PER POOT BETTING DEPTE QUANTiTT irkEME

12½" ' 9-5/8" 364 200' 58 . I T I f lif i

7-7 /8" 44" 11.6p 6900' Cirtiulat cmt EE surface yo pro;
egl iscilate tlje-., hydgocarn,on-
bãafiñg-z¯oneš,efhe mi shale &
shallow groutdowaterk

12k" 9-5/8" 36# . 200' 125 s
7-.7/8" 5½" · 170 69001 Circulate cmt to surface to pro

erly isälateithe hydrocarbon-

APPROVED BYTHESTATE
bearidg~rones,athe tir- shale &

OF UTAH DIVISION OF sharlöv.g'ound water å

OIL,-GAS, A NG
Subsurface Safety Valve: Manu. and Type DATE: Ft.

BY:
GN1he ifyt tahe iretrueandcorr

St.DT , NET, DATE Tnly 97 19R9

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

"See Instructions on Reverse



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 · 801-533-5771

November 10 , 1982

Cig Exploration, Inc.
P. O. Box 749
Denver, Colorado 80201

Re: Vell No. CIGE #96D-20-10-2LJ
Sec. 20, T. 20S, R. 21E.
Uintah County, Utah

Well No. CIGE #97D-8-10-22J
Sec. 8, T. 10S, R. 22E.
Uintah County, Utah

Well No. CIGE #98D-8-10-22J
Sec. 8, T. 10S, R. 22E.
Uintah County, Utah

Gentlemen:

In reference to the above mentioned wells, considerable time has gone bysince approval was obtained from this office.

This office has not received any notification of spudding. If you do notintend to drill these wells, please notify this Division. If spudding or anyother activity has taken place, please send necessary forms. If you plan todrill these locations at a later date, please notify as such.
Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS ANDMINING

Cari Ebrse
Clerk Typist

CF/cf

Board/Charles R. Henderson, Chairrnon•John L. Be!!• E. Steele Mcintyre• Edward T. Beck
Robert R. Norman • Morgaret R. Bird • Herm Olsen

on equol opportun employer - p!eose recycle



Oe 6 e
1050 Seventeenth Street--Suite 2100

COQStal Oil &Gos Corporation Post Office Box 749
Denver, Colorado 80201-0749

Phone (303) 572-1121

November 15, 1982

State of Utah
4241 State Office Building
Salt Lake City Utah 84114

ATTN: Cari Furse
Clerk Typist

Dear MM. Furse:

In response to your two letters dated Noveäber 10, 1982 inquiring
upon the status of eight of our permitted wells in the Uintah County
area, attached please find an explanation.of the action we plan to take
on these wells.

Also for your records, any further correspondence of this nature
should be directed to my attention at the above address.

If you have further questions, please do not hesitate to contact
me.

Sincerely,

L. W. Thying
District Drilling Engineer

LWT/snc
Attachment

cc: Betty Nelson



¡

011 and Gas Operations
2000 Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104

April 4, 1983

CIG Exploration, Inc.
P. O. Box 749
Denver, Colorado 80201

Re: Rescind Applications for Permit
to Drill
Hell No. CIGE 97D-8-10-22J

Well No. CIGE 98D-8-10-22J
Section 8, T. 10 S., R. 22 E.
Lease U-Ol196-A and U-01196-E
Uintah County, Utab
Natural Buttes Unit

Gentlemen:

The Applications for Permit to Drill the referenced wells were approved
March 29 and 31, 1982 respectively. Since that date no known activity
has transpired at the approved locations. Under District policy, appli-
cations for permit to drill are effective for a period of one year. In
view of the foregoing, this office is rescinding the approvals of the
referenced applications without prejudice. If you intend to drill at
these locations at a future date, new applications for permit to drill
must be submitted.

This office requires a letter confirming that no surface disturbance has
been made for these drill sites. Any surface disturbance associated
with the approved locations of the wells will be rehabilitated. A sche-
dule for this rehabilitation must then be submitted to this office.
Your cooperation in this matter is appreciated.

Sincerely,

(ORiG. E30.) W. P. MARTE
Drinng Und Supervisor

E. W. Guynn
District Oil and Gas Supervisor

bec: Well File
SMA
State 0&G
State BLU
APD Control
Vernal or Durango



O O
STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES&ENERGY Temple A. Reynolds, Executive Director
OII, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

April 7, 1983

CIG Exploration, Inc.
P. O. Box 749
Denver, Colorado 80201

RE: Rescind Applications for
Permit To Drill
Well No. CIGE 97D-8-10-22J

VWell No. CIGE 98D-8-10-22J
Sec. 8, T.10S, R.22E
Uintah County, Utah

Gentlemen:

Approval of Applications for Permit to Drill the above referenced
wells are rescinded without prejudice as of the above date in concert
with action taken by Oil and Gas Operations.

If you intend to drill these location at a future date, new
applications for permit to drill may be submitted for State approval.

Sincerely,

Norman C. Stout
Administrative Assistant

NS/as

Board/Charles R. Henderson, Chairman • John L. Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norman • Margaret R. Bird • Herm Olsen

on equoi ooportunity empk>pr • phose recyc



Coastal Oil & Gas Corporation

Cari Furse
November 15, 1982

WELL NAME & LOCATION STATUS

CIGE #96D-20-10-21J Present intention is to allow
Section 20, T10S, R21E permit to expire to original
Uintah County, Utah expiration date. (January, 1983)

CIGE #97D-8-10-22J
Section 8, T10S, R22E
Uintah County, Utah Same as above.

CIGE #98D-8-10-22J
Section 8, T105, R22E
Uintah County, Utah Same as above.

Well No. Natural Duck #4-15 GR COGC will not drill.
Section 15, T9S, R20E Please cancel permit.
Uintah County, Utah

Natural Buttes #41
Section 31, T10S, R21E
Uintah County, Utah Same as above.

Natural Buttes #51
Section 30, T10S, R21E
Uintah County, Utah Same as above.

Natural Buttes #77 COGC plans to drill
Section 29, T9S, R21E sometime in 1983.
Uintah County, Utah

Natural Buttes #78 Presently waiting on
Section 30, T9S, R21E Right-of-Way approval
Uintah County, Utah fr.om
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